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1
INITIALIZING AND TESTING INTEGRATED
CIRCUITS WITH SELECTABLE SCAN
CHAINS WITH EXCLUSIVE-OR OUTPUTS

This invention was made with Government support under
HRO0011-09-C-0002 awarded by Defense Advanced
Research Projects Agency (DARPA). The Government has
certain rights in this invention.

BACKGROUND

Embodiments of the invention relate to integrated circuits,
and in particular, initializing and testing integrated circuits.

An integrated circuit comprises a set of electronic circuits
disposed on a semiconductor wafer or substrate. The set of
electronic circuits may include multiple processing elements.
There are different types of processing elements, such as
microprocessors, microcontrollers, digital signal processors,
graphics processors, reconfigurable processors, fixed func-
tion units, hardware accelerators, neurosynaptic neural core
circuits, etc. The processing elements may be arranged in a
one-dimensional grid arrangement, a two-dimensional grid
arrangement, a three-dimensional grid arrangement, or in a
ring or torus topology. The processing elements may be inter-
connected, thereby enabling packet communication between
the processing elements.

Manufacturing testing of a semiconductor integrated cir-
cuit is an essential part of the production of the processing
elements. Typically, manufacturing testing is carried out
using a scanning methodology that scans in test data into an
integrated circuit with a scan chain. A scan chain may com-
prise long shift registers. A test is then run by driving the
integrated circuit using the scanned in test data, and collecting
test results for the integrated circuit. The test results are
scanned out of the scan chain.

The bigger/larger the size of an integrated circuit, the
longer its scan chain. As such, it takes a proportionally longer
time to scan in test data and scan out test results for a bigger/
larger-sized integrated circuit, thereby increasing the time for
testing the integrated circuit and increasing the cost of pro-
duction. A number of compression schemes and built-in-test
circuits are available to mitigate this problem. However, a
built-in-test circuit consumes area and power, and increases
the complexity of the integrated circuit.

For example, in a processing system with multiple units on
achip (e.g., many-core processors, neuromorphic processors,
GPU, and FPGA chips), implementing a built-in-test circuit
for each unit becomes cost prohibitive. Further, implement-
ing a centralized built-in-test circuit for the processing system
may not easily resolve the problems of increased time for
testing and increased complexity of the integrated circuit.

Further, if a scan chain is also used to initialize an inte-
grated circuit, a longer scan chain may lead to slow bring-up
time of a digital system implemented using the integrated
circuit. Fast scan chaining system are needed for speedy
initialization. For example, in an integrated circuit that may
nothave ahigh speed clock (e.g., a neuromorphic circuit), fast
initialization of the integrated circuit using a slow clock is
essential.

BRIEF SUMMARY

In one embodiment, a scan test system for an integrated
circuit comprising multiple processing elements is provided.
The system comprises at least one scan input component and
at least one scan clock component. Each scan input compo-
nent is configured to provide a scan input to at least two
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processing elements. Each scan clock component is config-
ured to provide a scan clock signal to at least two processing
elements. The system further comprises at least one scan
select component for selectively enabling a scan of at least
one processing element. Each processing element is config-
ured to scan in a scan input and scan out a scan output when
said the processing element is scan-enabled. The system fur-
ther comprises an exclusive-OR tree comprising multiple
exclusive-OR logic gates. The said exclusive-OR tree gener-
ates a parity value representing a parity of all scan outputs
scanned out from all scan-enabled processing elements.

Another embodiment provides a method for initializing
and testing an integrated circuit comprising multiple process-
ing elements. The method comprises providing a scan input to
at least two of the multiple processing elements, and selec-
tively enabling a scan of at least one of the multiple process-
ing elements. Each processing element is configured to scan
in a scan input and scan out a scan output when the processing
element is scan-enabled. The method further comprises gen-
erating a parity value representing a parity of all scan outputs
scanned out from all scan-enabled processing elements using
an exclusive-OR tree comprising multiple exclusive-OR
logic gates.

These and other features, aspects and advantages of the
present invention will become understood with reference to
the following description, appended claims and accompany-
ing figures.

BRIEF DESCRIPTION OF THE SEVERAL
VIEWS OF THE DRAWINGS

FIG. 1A illustrates an example neurosynaptic core circuit
(“core circuit”), in accordance with an embodiment of the
invention;

FIG. 1B illustrates a block diagram of an example inte-
grated circuit (“chip circuit”), in accordance with an embodi-
ment of the invention;

FIG. 2 illustrates an example scan system for a chip circuit,
in accordance with an embodiment of the invention;

FIG. 3 illustrates an example triangulation process to iden-
tify a single failed unit of a chip circuit, in accordance with an
embodiment of the invention;

FIG. 4 illustrates an example scan loop system for a unit, in
accordance with an embodiment of the invention;

FIG. 5 illustrates another example scan system for a chip
circuit, in accordance with an embodiment of the invention;

FIG. 6 illustrates a flowchart of an example process for
scanning a chip circuit in a parallel scan mode, in accordance
with an embodiment of the invention;

FIG. 7 illustrates a flowchart of an example process for
triangulating a failed unit of'a chip circuit using a parallel scan
mode and a delayed scan mode, in accordance with an
embodiment of the invention;

FIG. 8 illustrates a flowchart of an example process for
triangulating a failed unit of a chip circuit by combining a
binary search with a parallel scan mode and a delayed scan
mode, in accordance with an embodiment of the invention;

FIG. 9 illustrates a flowchart of an example process for
scanning each unit of a chip circuit using an individual scan
mode, in accordance with an embodiment of the invention;

FIG. 10 illustrates a flowchart of an example process for
triangulating one or more failed units of a chip circuit using a
parallel scan mode and a multiple delayed scan mode with
multiple delays, in accordance with an embodiment of the
invention; and
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FIG. 11 is a high level block diagram showing an informa-
tion processing system useful for implementing one embodi-
ment of the present invention.

DETAILED DESCRIPTION

Embodiments of the invention relate to integrated circuits,
and in particular, initializing and testing integrated circuits.
One embodiment provides a scan test system for an integrated
circuit comprising multiple processing elements. The scan
test system allows for scan input to be provided to at least two
processing elements in parallel. The scan test system can
selectively enable a scan of at least one processing element
based on scan input provided. Each scan-enabled processing
element scans in scan input and scans out a resulting scan
output. Scan outputs scanned out from scan-enabled process-
ing elements may be compared against expected test results to
determine whether testing of the circuit is successful.

In one embodiment, a neurosynaptic system comprises a
system that implements neuron models, synaptic models,
neural algorithms, and/or synaptic algorithms. In one
embodiment, a neurosynaptic system comprises software
components and/or hardware components, such as digital
hardware, analog hardware or a combination of analog and
digital hardware (i.e., mixed-mode).

The term electronic neuron as used herein represents an
architecture configured to simulate a biological neuron. An
electronic neuron creates connections between processing
elements that are roughly functionally equivalent to neurons
of a biological brain. As such, a neuromorphic and synap-
tronic computation comprising electronic neurons according
to embodiments of the invention may include various elec-
tronic circuits that are modeled on biological neurons. Fur-
ther, a neuromorphic and synaptronic computation compris-
ing electronic neurons according to embodiments of the
invention may include various processing elements (includ-
ing computer simulations) that are modeled on biological
neurons. Although certain illustrative embodiments of the
invention are described herein using electronic neurons com-
prising electronic circuits, the present invention is not limited
to electronic circuits. A neuromorphic and synaptronic com-
putation according to embodiments of the invention can be
implemented as a neuromorphic and synaptronic architecture
comprising circuitry, and additionally as a computer simula-
tion. Indeed, embodiments of the invention can take the form
of an entirely hardware embodiment, an entirely software
embodiment or an embodiment containing both hardware and
software elements.

The term electronic axon as used herein represents an
architecture configured to simulate a biological axon that
transmits information from one biological neuron to different
biological neurons. In one embodiment, an electronic axon
comprises a circuit architecture. An electronic axon is func-
tionally equivalent to axons of a biological brain. As such,
neuromorphic and synaptronic computation involving elec-
tronic axons according to embodiments of the invention may
include various electronic circuits that are modeled on bio-
logical axons. Although certain illustrative embodiments of
the invention are described herein using electronic axons
comprising electronic circuits, the present invention is not
limited to electronic circuits.

FIG. 1A illustrates an example neurosynaptic core circuit
(“core circuit”) 10, in accordance with an embodiment of the
invention. The core circuit 10 comprises a plurality of elec-
tronic neurons (“neurons”) 11 and a plurality of electronic
axons (“axons”) 15. The neurons 11 and the axons 15 are
interconnected via an mxn crossbar 12 comprising multiple
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intra-core electronic synapse devices (“synapses™) 31, mul-
tiple rows/axon paths 26, and multiple columns/dendrite
paths 34, wherein “x” represents multiplication, and m and n
are positive integers.

Each synapse 31 communicates firing events (e.g., spike
events) between an axon 15 and a neuron 11. Specifically,
each synapse 31 is located at cross-point junction between an
axon path 26 and a dendrite path 34, such that a connection
between the axon path 26 and the dendrite path 34 is made
through the synapse 31. Each axon 15 is connected to an axon
path 26, and sends firing events to the connected axon path 26.
Each neuron 11 is connected to a dendrite path 34, and
receives firing events from the connected dendrite path 34.
Therefore, each synapse 31 interconnects an axon 15 to a
neuron 11, wherein, with respect to the synapse 31, the axon
15 and the neuron 11 represent an axon of a pre-synaptic
neuron and a dendrite of a post-synaptic neuron, respectively.

Each synapse 31 and each neuron 11 has configurable
operational parameters. In one embodiment, the core circuit
10 is a uni-directional core, wherein the neurons 11 and the
axons 15 of the core circuit 10 are arranged as a single neuron
array and a single axon array, respectively. In another embodi-
ment, the core circuit 10 is a bi-directional core, wherein the
neurons 11 and the axons 15 of the core circuit 10 are
arranged as two neuron arrays and two axon arrays, respec-
tively. For example, a bi-directional core circuit 10 may have
ahorizontal neuron array, a vertical neuron array, a horizontal
axon array and a vertical axon array, wherein the crossbar 12
interconnects the horizontal neuron array and the vertical
neuron array with the vertical axon array and the horizontal
axon array, respectively.

In response to the firing events received, each neuron 11
generates a firing event according to a neuronal activation
function. A preferred embodiment for the neuronal activation
function can be leaky integrate-and-fire.

An external two-way communication environment may
supply sensory inputs and consume motor outputs. The neu-
rons 11 and axons 15 are implemented using complementary
metal-oxide semiconductor (CMOS) logic gates that receive
firing events and generate a firing event according to the
neuronal activation function. In one embodiment, the neurons
11 and axons 15 include comparator circuits that generate
firing events according to the neuronal activation function. In
one embodiment, the synapses 31 are implemented using
1-bit static random-access memory (SRAM) cells. Neurons
11 that generate a firing event are selected one at a time, and
the firing events are delivered to target axons 15, wherein the
target axons 15 may reside in the same core circuit 10 or
somewhere else in a larger system with many core circuits 10.

As shown in FIG. 1A, the core circuit 10 further comprises
anaddress-event receiver (Core-to-Axon) 4, an address-event
transmitter (Neuron-to-Core) 5, and a controller 6 that func-
tions as a global state machine (GSM). The address-event
receiver 4 receives firing events and transmits them to target
axons 15. The address-event transmitter 5 transmits firing
events generated by the neurons 11 to the core circuits 10
including the target axons 15.

The controller 6 sequences event activity within a time-
step. The controller 6 divides each time-step into operational
phases in the core circuit 10 for neuron updates, etc. In one
embodiment, within a time-step, multiple neuron updates and
synapse updates are sequentially handled in a read phase and
a write phase, respectively. Further, variable time-steps may
be utilized wherein the start of a next time-step may be trig-
gered using handshaking signals whenever the neuron/syn-
apse operation of the previous time-step is completed. For
external communication, pipelining may be utilized wherein
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load inputs, neuron/synapse operation, and send outputs are
pipelined (this effectively hides the input/output operating
latency).

As shown in FIG. 1A, the core circuit 10 further comprises
a routing fabric 70. The routing fabric 70 is configured to
selectively route neuronal firing events among core circuits
10. The routing fabric 70 comprises a firing events address
lookup table (LUT) module 57, a packet builder (PB) module
58, a head delete (HD) module 53, and a core-to-core packet
switch (PSw) 55. The LUT 57 is an N address routing table is
configured to determine target axons 15 for firing events
generated by the neurons 11 in the core circuit 10. The target
axons 15 may be axons 15 in the same core circuit 10 or other
core circuits 10. The LUT 57 retrieves information such as
target distance, direction, addresses, and delivery times (e.g.,
about 19 bits/packetx4 packets/neuron). The LUT 57 con-
verts firing events generated by the neurons 11 into forward-
ing addresses of the target axons 15.

The PB 58 packetizes the routing information retrieved by
the LUT 57 into outgoing address-event packets. The core-
to-core PSw 55 is an up-down-left-right mesh router config-
ured to direct the outgoing address-event packets to the core
circuits 10 containing the target axons 15. The core-to-core
PSw 55 is also configured to receive incoming address-event
packets from the core circuits 10. The HD 53 removes routing
information from an incoming address-event packet to
deliver it as a time stamped firing event to the address-event
receiver 4.

In one example implementation, the core circuit 10 may
comprise 256 neurons 11. The crossbar 12 may be a 256x256
ultra-dense crossbar array that has a pitch in the range of
about 0.1 nmto 10 um. The LUT 57 of the core circuit 10 may
comprise 256 address entries, each entry of length 32 bits.

In one embodiment, soft-wiring in the core circuit 10 is
implemented using address events (e.g., Address-Event Rep-
resentation (AER)). Firing event (i.e., spike event) arrival
times included in address events may be deterministic or
non-deterministic.

Although certain illustrative embodiments of the invention
are described herein using synapses comprising electronic
circuits, the present invention is not limited to electronic
circuits.

FIG. 1B illustrates a block diagram of an example inte-
grated circuit (“chip circuit”) 100, in accordance with an
embodiment of the invention. The chip circuit 100 comprises
multiple electronic component units 10 deposited on a semi-
conductor wafer/substrate 50. Each unit 10 is a processing
element configured for performing arithmetical, logical, and/
or input/output (I/O) operations. In one embodiment, each
unit 10 is a neurosynaptic neural core circuit 10. In another
embodiment, each unit 10 is another type of processing ele-
ment, such as a microprocessor, a microcontroller, a digital
signal processor, a graphics processor, a reconfigurable pro-
cessor, a fixed function unit, a hardware accelerator, a logic
gate, etc.

The units 10 are electrically interconnected via a plurality
of connections 20. The units 10 may be arranged in a one-
dimensional grid arrangement, a two-dimensional grid
arrangement, a three-dimensional grid arrangement, or in a
ring or torus topology.

For example, as shown in FIG. 1B, the units 10 may be
arranged in a two-dimensional grid arrangement (e.g., a two-
dimensional array) 112. Each unit 10 may be identified by its
Cartesian coordinates as unit (i, j), wherein i is a row index
and j is a column index of the grid arrangement 112. For
example, a unit 10 at row 1 and column 3 of the grid arrange-
ment 112 is identified as unit (1, 3).
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FIG. 2 illustrates an example scan system 200 for a chip
circuit 100, in accordance with an embodiment of the inven-
tion. Each unit 10 of a chip circuit 100 comprises at least one
scan chain 110 for initializing and/or testing electronic cir-
cuits within the unit 10. For example, a scan chain 110 of a
unit 10 may initialize and/or test latches and/or memory cells
of the unit 10. In one embodiment, all units 10 of the chip
circuit 100 have identical scan chains 110 of the same length.
In another embodiment, different units 10 of the chip circuit
100 have different scan chains 110 (i.e., different scan chain
configurations). Therefore, the scan system 200 described in
detail later herein may be applied to a chip circuit 100 com-
prising multiple units 10 having identical scan chains 110 as
well as a chip circuit 100 comprising multiple units 10 having
different scan chains 110.

Each unit 10 further comprises a scan input port 120 for
receiving a scan input, a scan clock port 140 for receiving a
scan clock signal, and a scan output port 130 for providing a
unit scan output. A scan clock signal received by a unit 10
activates/drives a scan chain 110 of the unit 10 to scan in a
scan input via a scan input port 120 of the unit 10. A scan input
may comprise one or more scan values. Ifa scan chain 110 of
a unit 10 is activated, a scan output port 130 of the unit 10
scans out a unit scan output indicating whether the initializa-
tion and/or testing of the unit 10 is successful.

In one embodiment, the initialization and/or testing of a
unit 10 is successful if the unit 10 scans out a deterministic/
expected unit scan output. For example, to test a unit 10, test
data (e.g., test vectors/test patterns) are scanned in through a
scan chain 110 of the unit 10. The scanned in test data initial-
ize internal circuits of the unit 10. A circuit test is then run on
the unit 10. During the circuit test, a scan enable signal for the
unit 10 is disabled, the chip circuit 10 operates in a normal
operation mode, and a clock for the unit 10 is toggled once to
drive the internal circuits of the unit 10 for one time step.
Driving the internal circuits of the unit 10 updates the con-
tents of the scan chain 110 (e.g., updates in a deterministic
manner if there are no defects). The updated contents of the
scan chain 110 are then scanned out as test results. The
scanned out test results are compared against expected test
results (e.g., derived from a simulation). If the scanned out
test results match the expected test results, testing of the unit
10 is successful.

In one embodiment, a unit 10 may have multiple scan
chains 110. The scan chains 110 may share the same scan
input port 120 and the same scan output port 130 of the unit
10. For example, multiplexors may be used to facilitate the
sharing of the scan input port 120 and the scan output port
130.

In one embodiment, a unit 10 may receive multiple scan
clock signals. For example, in one embodiment, a scan sys-
tem implementing level-sensitive scan design (LSSD) uti-
lizes multiple non-overlapping scan clock signals to drive
each scan chain 110 of the unit 10.

A scan system 200 may be used to control the scan chains
110 of two or more units 10 of the chip circuit 100. As
described in detail later herein, the scan system 200 may
selectively enable/activate scan chains 110 of some units 10,
and disable/inactivate scan chains 110 of other units 10. Scan
input may progress through only the units 10 with enabled/
activated scan chains 110, while the current state of other
units 10 with disabled/inactivated scan chains 110 is pre-
served. The scan system may also provide, in parallel, the
same scan input to each unit 10 with an enabled/activated scan
chain 110, thereby increasing the speed at which the chip
circuit 100 is initialized/tested.
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The scan system 200 comprises at least one scan input
component 230. A scan input component 230 provides, in
parallel, identical (i.e., the same) scan input to two or more
units 10 of the chip circuit 100. For example, as shown in FI1G.
2, a scan input component 230 is connected to a scan input
port 120 of multiple units 10, such as Unit 1, Unit 2, Unit 3
and Unit 4. The scan input component 230 provides identical
scan input to Unit 1, Unit 2, Unit 3 and Unit 4.

In one embodiment, the scan input component 230 is
directly connected to an input pin/pad of chip circuit 100,
wherein the input pin/pad receives and is driven by electrical
signals from outside the chip circuit 100. In another embodi-
ment, the scan input component 230 is part of a design-for-
test (DFT) circuit built into the chip circuit 100.

The scan system 200 further comprises a scan clock com-
ponent 240 for providing a scan clock signal to two or more
units of the chip circuit 10. For example, as shown in FIG. 2,
a scan clock component 240 is connected to a scan clock port
140 of multiple units 10, such as Unit 1, Unit 2, Unit 3 and
Unit 4.

In one embodiment, the scan system 200 selectively
enables/activates a scan chain 110 of a unit 10 using a scan
enable signal for the unit 10. Specifically, the scan system 200
further comprises at least one scan select component 250 and
at least one AND unit 210. A scan select component 250
generates a scan enable signal for a corresponding unit 10. In
this specification, let scan_en[i] denote a scan enable signal
for unit i of the chip circuit 100, wherein i is a positive integer.
For example, as shown in FIG. 2, a first scan select component
250 generates a first scan enable signal scan_en[1] for Unit 1,
a second scan select component 250 generates a second scan
enable signal scan_en|[2] for Unit 2, a third scan select com-
ponent 250 generates a third scan enable signal scan_en[3]
for Unit 3, and a fourth scan select component 250 generates
a fourth scan enable signal scan_en[4] for Unit 4.

In one embodiment, each scan select component 250 is
directly connected to an input pin/pad of chip circuit 100,
wherein the input pin/pad receives and is driven by electrical
signals from outside the chip circuit 100. In another embodi-
ment, each scan select component 250 is part of a design-for-
test (DFT) circuit built into the chip circuit 100.

In one embodiment, a scan select component 250 sets a
scan enable signal for a corresponding unit 10 to either ‘1 or
‘0’. A scan chain 110 of a unit 10 is enabled/activated when
the unit 10 receives both a scan clock signal and a scan enable
signal set to ‘1°. As shown in FIG. 2, for each unit 10, a scan
clock signal is AND’ed with a scan enable signal for the unit
10 using an AND unit 210. The AND of the scan clock signal
and the scan enable signal is provided as input to a scan clock
port 140 of the unit 10. The scan chain 110 of the unit 10 is
enabled/activated if the AND of the scan clock signal and the
scan enable signal is ‘1’ (i.e., the unit 10 has received both a
scan clock signal and a scan enable signal setto ‘1”). The scan
chain 110 of the unit 10 is disabled/inactivated if the AND of
the scan clock signal and the scan enable signal is ‘0’ (i.e., the
unit 10 has not received a scan clock signal and/or the scan
enable signal for the unit 10 is set to ‘0”). In another embodi-
ment, a local clock buffer is used in lieu of an AND unit 210.
The local clock buffer buffers a scan clock signal from the
scan clock component 240, and propagates the buffered scan
clock signal as input to the scan clock port 140 of the unit 10
only when the scan enable signal is set to “1°.

The scan system 200 further comprises a chip scan output
component 260 for maintaining a chip scan output. A chip
scan output indicates whether the initialization and/or testing
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of the entire chip circuit 100 is successful. The chip scan
output is based on unit scan outputs scanned out by units 10 of
the chip circuit 100.

The scan system 200 further comprises at least one AND
unit 215. As shown in FIG. 2, for each unit 10, a scan enable
signal for the unit 10 is AND'ed with unit scan output scanned
out of the scan chain 110 of the unit 10 using an AND unit
215. For example, the first scan enable signal scan_en[1] for
Unit 1 is AND'ed with unit scan output scanned out of the scan
chain 110 of Unit 1 using a first AND unit 215. The second
scan enable signal scan_en[2] for Unit 2 is AND'ed with unit
scan output scanned out of the scan chain 110 of Unit 2 using
a second AND unit 215. The third scan enable signal scan_en
[3] for Unit 3 is AND'ed with unit scan output scanned out of
the scan chain 110 of Unit 3 using a third AND unit 215. The
fourth scan enable signal scan_en[4] for Unit 4 is AND'ed
with unit scan output scanned out of the scan chain 110 of
Unit 4 using a fourth AND unit 215.

In one embodiment, the chip scan output is an exclusive-
OR (XOR) of unit scan outputs scanned out by the scan-
enabled units 10 of the chip circuit 100. Specifically, the scan
system 200 further comprises an XOR tree 265 comprising
one or more XOR units (i.e., XOR logic gates) 220 for deter-
mining the chip scan output. The XOR tree 265 is an example
logic tree architecture, wherein the XOR units 220 are
arranged to form multiple levels of XOR logic. For example,
as shown in FIG. 2, the XOR tree 265 comprises a first XOR
unit 220 representing a first level of XOR logic, a second
XOR unit 220 representing a second level of XOR logic, and
athird XOR unit 220 representing a third level of XOR logic.
The first XOR unit 220 determines a first XOR value repre-
senting an XOR of output from the first AND unit 215 and the
second AND unit 215. The second XOR unit 220 determines
a second XOR value representing an XOR of the first XOR
value and output from the third AND unit 215. The third XOR
unit 220 determines a third XOR value representing an XOR
of the second XOR value and output from the fourth AND
unit 215. If Unit 1, Unit 2, Unit 3 and Unit 4 are the only units
10 of the chip circuit 10, the chip scan output of the chip
circuit 10 is equal to the third XOR value. Therefore, if only
the scan enable signals for Unit 1 and Unit 2 are setto ‘1°, the
chip scan output of the chip circuit 100 is the XOR of unit scan
outputs scanned out by Unit 1 and Unit 2.

In one embodiment, the chip scan output component 260 is
directly connected to an output pin/pad of the chip circuit 100,
such that the chip scan output is directly sent outside the chip
circuit 100. In another embodiment, the chip scan output
component 260 forwards the chip scan output to a DFT circuit
built into the chip circuit 100.

In one embodiment, the scan system 100 has multiple
operating modes, such as an individual scan mode, a parallel
scan mode, and a delayed scan mode. In the individual scan
mode, only one unit 10 of the chip circuit 100 is scan-enabled
(i.e., the scan chain 110 of only one unit 10 is enabled/
activated). For example, to scan-enable only unit i of the chip
circuit 100, the scan chain 110 ofunit i is enabled/activated by
setting the scan enable signal for unit i to ‘1’ (i.e., scan_en
[1]=1). The scan chains 110 of all other units 10 of the chip
circuit 100 are disabled/inactivated by setting the scan enable
signals for all the other units 10 to ‘0* (i.e., scan_en[j]=0,
wherein j !=1). Therefore, the chip scan output of the chip
circuit 100 is equal to the unit scan output of unit i.

Inthe parallel scan mode, all units 10 of the chip circuit 100
are scan-enabled (i.e., the scan chain 110 of all units 10 are
enabled/activated). To scan-enable all units 10 of the chip
circuit 100, all scan enable signals for the units 10 of the chip
circuit 100 are set to “1°. Further, the scan input component
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230 provides, in parallel, the same scan input to all units 10 of
the chip circuit 100. Therefore, the chip scan output of the
chip circuit 100 is the parity of all unit scan outputs scanned
out by all units 10 of the chip circuit 100.

In one embodiment, the scan system 200 accelerates scan-
based initialization of a chip circuit 100. For example, the
parallel scan mode may be used to broadcast the same initial-
ization data (e.g., initialization vectors) to all units 10 of the
chip circuit 100. If initializing each unit 10 with different
initialization data, the individual scan mode may be used to
scan in unique initialization data into each unit 10 one at a
time.

The parallel scan mode may be used to initialize all units 10
of the chip circuit 100 with the same configuration data. The
parallel scan mode may also be used to perform a quick chip
test on the chip circuit 100 by providing the same test pattern
as scan input to all units 10 of the chip circuit 100, and
analyzing the chip scan output against an expected chip scan
output. If a single unit 10 fails during the chip test by produc-
ing an incorrect unit scan output, the chip scan output for the
chip circuit 100 is different from the expected chip scan
output. The chip test fails when the chip scan output for the
chip circuit 100 differs from the expected chip scan output.

While the parallel scan mode may be used to detect a failed
chip circuit 100, the parallel scan mode does not identify
which units 10 of the chip circuit 100 contributed to the failure
of'the chip circuit 100 (i.e., failed units 10). To identify which
units 10 of the chip circuit 100 are failed units 10, individual
units 10 of the chip circuit 100 may be tested using the
individual scan mode. In the alternative, a failed unit 10 may
be identified using a binary search, wherein half of the units
10 receiving the same scan input are activated.

Further, in the parallel scan mode, if two units 10 connected
to the same scan chain system 200 are failed units 10, an
exclusive-OR of all unit scan outputs scanned out by units 10
connected to the scan chain system 200 may cancel out incor-
rectunit scan outputs of the two failed units 10. As aresult, the
parallel scan mode may fail to detect a failed chip circuit 100.

Inthe delayed scan mode, all units 10 of the chip circuit 100
are scan-enabled (i.e., the scan chain 110 of all units 10 are
enabled/activated), however a scan chain 110 of at least one
unit 10 is enabled/activated only after one or more clock
delays have elapsed. In one embodiment, in the delayed scan
mode, a scan enable signal scan_en[i] is set to ‘1’ at clock
cycle t if i<t.

For example, when the clock cycle t=1, scan enable signal
scan_en[1] for Unit 1 is set to ‘1°, while the scan enable
signals scan_en[2] for Unit 2, scan_en[3] for Unit 3, and
scan_en[4] for Unit 4 are set to ‘0. Only Unit 1 is scan-
enabled during the first clock cycle. When the clock cycle t=2,
scan enable signals scan_en[1] for Unit 1 and scan_en[2] for
Unit 2 are set to ‘1°, while the scan enable signals scan_en[3]
for Unit 3 and scan_en[4] for Unit 4 are set to ‘0’. Only Unit
1 and Unit 2 are scan-enabled during the second clock cycle.
When the clock cycle t=3, scan enable signals scan_en[1] for
Unit 1, scan_en[2] for Unit 2 and scan_en[3] for Unit 3 are set
to ‘1°, while the scan enable signal scan_en[4] for Unit 4 is set
to ‘0’. Only Unit 1, Unit 2 and Unit 3 are scan-enabled during
the third clock cycle. When the clock cycle t=4, scan enable
signals scan_en[1] for Unit 1, scan_en[2] for Unit 2, scan_en
[3] for Unit 3 and scan_en[4] for Unit 4 are all set to “1”. Unit
1, Unit 2, Unit 3 and Unit 4 are scan-enabled during the fourth
clock cycle and each succeeding clock cycle.

In one embodiment, the parallel scan mode and the delayed
scan mode may be combined to detect a failed chip circuit
100. By combining the parallel scan mode and the delayed
scan mode, a failed chip circuit 100 may be detected, even
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when unit scan outputs of two failed units 10 cancel each
other out. The failed units 10 contributing to the failure of the
chip circuit 100 may be identified using triangulation.

FIG. 3 illustrates an example triangulation process to iden-
tify a single failed unit 10 of a chip circuit 100, in accordance
with an embodiment of the invention. Assume a chip circuit
100 comprises n units 10, and each unit 10 scans in a scan
input comprising m scan bits. A single defect in the entire
n*m bits may be detected using triangulation. For example,
FIG. 3 illustrates using triangulation to identify a single failed
unit 10 of a chip circuit 100 comprising four units 10 (i.e.,
n=4), wherein each unit 10 scans in a scan input comprising
three scan bits (i.e., m=3).

Let S, represent a i unit scan output of a unit i. To trian-
gulate a failed unit 10 of the chip circuit 100, parities must be
scanned out multiple times in both the parallel scan mode and
the delayed scan mode. Let Sp(i) denote an i chip scan
output of the chip circuit 100 when the chip circuit 100
operates in the parallel scan mode, wherein 1=i=m. Let Sd(i)
represent an i” chip scan output of the chip circuit 100 when
the chip circuit 100 operates in the delayed scan mode with
one clock delay in between scan start times, wherein 1<i=m+
n-1.

For example, Unit 1, Unit 2, Unit 3 and Unit 4 may be
scanned multiple times in the parallel scan mode followed by
the delayed scan mode. As shown in FIG. 3, a first chip scan
output Sp(1) of the chip circuit 100 in the parallel scan mode
istheparity of S, S,,, S5, and S, . A second chip scan output
Sp(2) of the chip circuit 100 in the parallel scan mode is the
parity of S, 5, S5, S5, and S,,. A third chip scan output Sp(3)
of the chip circuit 100 in the parallel scan mode is the parity
of' S|3, S,3, S35 and S,5. A first chip scan output Sd(1) of the
chip circuit 100 in the delayed scan mode is S, ;. A second
chip scan output Sd(2) of the chip circuit 100 in the delayed
scan mode is the parity of S|, and S, . A third chip scan output
Sd(3) of the chip circuit 100 in the delayed scan mode is the
parity of S, 5, S,, and S;,. A fourth chip scan output Sd(4) of
the chip circuit 100 in the delayed scan mode is the parity of
S.3, S3, and S, ;. A fifth chip scan output Sd(5) of the chip
circuit 100 in the delayed scan mode is the parity of S,; and
S, A sixth chip scan output Sd(6) of the chip circuit 100 in
the delayed scan mode is S,;.

To triangulate a failed unit 10 of the chip circuit 100, Sp(i)
is compared against an expected chip scan output value to
detect a flipped bit, if any. Sd(i) is also compared against an
expected chip scan output value to detect a flipped bit, if any.
Let Sp(x) denote a flipped bit in scan output in the parallel
scan mode, wherein the flipped bit is the x” bit in the scan
output. Let Sd(y) denote a flipped bit in scan output in the
delayed scan mode, wherein the flipped bit is the y** bit in the
scan output. The x™ bit of the (y—x+1)? unit 10 has a defect
bit.

For example, if the unit scan output S,; is flipped (i.e., the
third unit scan output of Unit 2 has a defect bit), both the third
chip scan output Sp(3) of the chip circuit 100 in the parallel
scan mode and the fourth chip scan output Sd(4) of the chip
circuit 100 in the delayed scan mode will be opposite from an
expected chip scan output. As x=3 and y=4, the third unit scan
output of Unit 2 (i.e., 4-3+1) has a defect bit.

In one embodiment, the delay in scan start times between
units 10 in the delayed scan mode may be longer than one
clock cycle (i.e., amultiple delayed scan mode). For example,
the scan chain 110 of a unit 10 may be enabled/activated 2, 3
or more clock cycles after the scan chain 110 of a preceding
unit 10 has been enabled/activated. Combining the parallel
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scan mode and an increasing number of delayed scan modes
with different delays minimizes the likelihood that a failed
scan test goes undetected.

Further, the multiple delayed scan mode facilitates trian-
gulation of multiple failed units 10. To triangulate multiple
failed units 10 of the chip circuit 100, parities must be scanned
out multiple times in both the parallel scan mode and the
multiple delayed scan mode. Let Sp(i) denote an i” chip scan
output of the chip circuit 100 when the chip circuit 100
operates in the parallel scan mode, wherein 1<i=m. Let Sd_k
(i) represent an i” chip scan output of the chip circuit 100
when the chip circuit 100 operates in the multiple delayed
scan mode with k clock delays in between scan start times,
wherein 1 sism+(n-1)*k. The j*” bit of unit i contributes to the
parity of Sp(j), Sd__1(+i-1), Sd_2(j+2i-2), Sd_3(j+3i-3)
and so on. An n-m algorithm is applied in the multiple delayed
scan mode to detect defect bits. Specifically, a scan test is run
to generate n scan outputs Sp, Sd_1,Sd_2,Sd_3,. ..,
Sd_n-1. For each bit, n parity bits from the n scan outputs are
identified that cover the bit. If m out of n covering parities are
correct, the bit is correct; otherwise, the bit is a defect bit.

FIG. 4 illustrates an example scan loop system 400 for a
unit 10, in accordance with an embodiment of the invention.
The scan loop system 400 comprises a multiplexor 420 and a
scan loop component 410. The multiplexor 420 provides the
scan chain 110 of the unit 10 with either a scan input (e.g.,
from a scan input component 230) or a most recent unit scan
output generated by the scan chain 110. A scan loop enable
signal provided by the scan loop component 410 controls
which value the multiplexor 420 provides to the scan chain
110. The scan loop system 410 allows for the unit scan output
to loop back into the scan chain 110 and scan out multiple
times without losing a transient scan test result.

For example, the scan loop system 410 may be used to
detect transient test failures and locate a failing bit by com-
bining parallel and delayed scan modes. Combining parallel
and delayed scan modes requires multiple reads of the same
scantest results. The scan loop system 410 facilitates multiple
reads of the same scan test results.

FIG. 5 illustrates another example scan system 500 for a
chip circuit 100, in accordance with an embodiment of the
invention. In one embodiment, a chip circuit 100 may com-
prises multiple units 10 arranged in a two-dimensional grid
arrangement 112, as shown in FIG. 5. Each unit 10 may be
identified by its Cartesian coordinates as unit (i, j), wherein i
is a row index and j is a column index of the grid arrangement
112.

A scan chain 110 of a unit 10 is activated based on two scan
enable signals, that is an x-coordinate scan enable signal and
a y-coordinate scan enable signal. Specifically, the scan sys-
tem 500 comprises a first scan chain component (Y scan
chain) 510 for generating y-coordinate scan enable signals.
The scan system 500 further comprises a second scan chain
component (X scan chain) 520 for generating x-coordinate
scan enable signals. In one embodiment, the first scan chain
component 510 and the second scan chain component 520 at
positioned on the left and at the bottom of the chip circuit 100,
respectively.

Each row of the chip circuit 100 has a separate scan input
and a separate scan output. Let si[i] denote the scan input for
arow i. Let so[i] denote the scan output for a row i. The rows
may be scanned in parallel.

A scan chain 110 for a unit 10 is activated if both an
x-coordinate scan enable signal and a y-coordinate scan
enable signal for the unit 10 is set to ‘1°. Let scan_en,[j]
denote a scan enable signal generated for an j” x-coordinate.
Let scan_en, [i] denote a scan enable signal generated for an
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i”* y-coordinate. Unit(i,j) is scan enabled when both scan_en,
[j] and scan_en,[i] are both enabled (i.e., set to ‘1’). For
example, as shownin FIG. 5, x-coordinate scan enable signals
are 0, 1, 0 and 1 for a first, a second, a third and a fourth
x-coordinate, respectively. Each x-coordinate may be aligned
with a column. The y-coordinate scan enable signals are 1, 0,
1 and O for a first, a second, a third and a fourth y-coordinate,
respectively. Each y-coordinate may be aligned with a row. As
aresult, only unit (1,2), unit (1,4), unit (3,2) and unit (3,4) are
scan enabled.

FIG. 6 illustrates a flowchart of an example process 400 for
scanning a chip circuit in a parallel scan mode, in accordance
with an embodiment of the invention. In process block 401,
scan enable each unit of the chip circuit. In process block 402,
scan in an identical test pattern into each unit in parallel. In
process block 403, run a circuit test on each unit based on the
scanned in test pattern. In process block 404, scan out test
results from each unit in parallel, and compare parity against
an expected value.

FIG. 7 illustrates a flowchart of an example process 500 for
triangulating a failed unit of'a chip circuit using a parallel scan
mode and a delayed scan mode, in accordance with an
embodiment of the invention. In process block 501, scan in an
identical test pattern into each unit of the chip circuit. In
process block 502, run a circuit test on each unit of the chip
circuit based on the scanned in test pattern. In process block
503, enable scan loop, and scan out test results obtained while
the chip circuit is operating in a parallel scan mode. In process
block 504, scan out test results obtained while the chip circuit
is operating in a delayed scan mode. In process block 505,
determine whether both test results are correct (i.e., determine
whether the test results obtained while the chip circuit is
operating in the parallel scan mode and the test results
obtained while the chip circuit is operating in the delayed scan
mode are expected).

Ifboth test results are correct, proceed to process block 506
where both test results indicate that no defects are detected. If
at least one of both test results is incorrect, proceed to process
block 507 to determine whether both test results indicate a
single bit failure. If both test results indicate a single bit
failure, proceed to process block 509 where a defect bit in
both test results is located by triangulating a failed bit of a
failed unit. If at least one of both test result does not indicate
a single bit failure, proceed to process block 508 where a
failed unit of the chip circuit is detected by operating the chip
circuit in an individual scan mode or performing a binary
search.

FIG. 8 illustrates a flowchart of an example process 600 for
locating a failed unit of a chip circuit by combining a binary
search with a parallel scan mode and a delayed scan mode, in
accordance with an embodiment of the invention. In process
block 601, scan-enable units 1 through N of a chip circuit, and
scan in an identical test pattern into units 1 through N. In
process block 602, run a circuit test on units 1 through N of the
chip circuit based on the scanned in test pattern. In process
block 603, enable scan loop and scan out test results obtained
while the chip circuit is operating in a parallel scan mode. In
process block 604, scan out test results obtained while the
chip circuit is operating in a delayed scan mode. In process
block 605, determine whether both test results are correct
(i.e., determine whether the test results obtained while the
chip circuit is operating in the parallel scan mode and the test
results obtained while the chip circuit is operating in the
delayed scan mode are expected).

Ifboth test results are correct, proceed to process block 606
where the test results indicate that no defects are detected. If
at least one of both test results is incorrect, proceed to process
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block 607 to determine whether both test results indicate a
single bit failure. If both test results indicate a single bit
failure, proceed to process block 609 where a defect bit in
both test results is located by triangulating a failed bit of a
failed unit.

If at least one of both test results does not indicate a single
bit failure, proceed to process blocks 608 and 610. In process
block 608, the scan is re-run on units 1 through N/2 of the chip
circuit. In process block 610, the scan is re-run on units
(N/2+1) through N of the chip circuit.

FIG. 9 illustrates a flowchart of an example process 700 for
scanning each unit of a chip circuit using an individual scan
mode, in accordance with an embodiment of the invention. In
process block 701, setito 1. Inprocess block 702, scan enable
unit i of a chip circuit, and scan in a test pattern into unit i of
the chip circuit. In process block 703, run a circuit test on unit
i of the chip circuit. In process block 704, scan out test results
for unit i of the chip circuit. In process block 705, determine
if test results for unit i of the chip circuit is correct, and record
any defect bits that indicated that unit i is a failed unit.

In process block 706, determine whether all units of the
chip circuit have been scanned. If there are remaining units of
the chip circuit to scan, proceed to process block 707 where i
is incremented by 1. Process block 707 loops back to process
block 702. If all units of the chip circuit have been scanned,
proceed to process block 708 where the process 700 ends.

FIG. 10 illustrates a flowchart of an example process 800
for triangulating one or more failed units of a chip circuit
using a parallel scan mode and a multiple delayed scan mode
with multiple delays, in accordance with an embodiment of
the invention. In process block 801, scan an identical test
pattern into each unit of the chip circuit. In process block 802,
run a circuit test on each unit of the chip circuit based on the
scanned in test pattern. In process block 803, enable scan loop
and scan out test results obtained while the chip circuit is
operating in a parallel scan mode. In process block 804, scan
out test results obtained while the chip circuit is operating in
multiple delayed scan modes with delays ranging from 1 to
n-1 clock cycles. In process block 805, locate defect bits that
do not contribute to m correct scan out bits. For example,
checkifevery bitin the test results contributes to the m correct
scan out bits. Bits that contribute to more than or equal to m
correct scan out bits are marked as correct, whereas bits that
contribute of less than m correct scan out bits are marked as
failed.

FIG. 11 is a high level block diagram showing an informa-
tion processing system 300 useful for implementing one
embodiment of the present invention. The computer system
includes one or more processors, such as processor 302. The
processor 302 is connected to a communication infrastructure
304 (e.g., a communications bus, cross-over bar, or network).

The computer system can include a display interface 306
that forwards graphics, text, and other data from the commu-
nication infrastructure 304 (or from a frame butfer not shown)
for display on a display unit 308. The computer system also
includes a main memory 310, preferably random access
memory (RAM), and may also include a secondary memory
312. The secondary memory 312 may include, for example, a
hard disk drive 314 and/or a removable storage drive 316,
representing, for example, a floppy disk drive, a magnetic
tape drive, or an optical disk drive. The removable storage
drive 316 reads from and/or writes to a removable storage unit
318 in a manner well known to those having ordinary skill in
the art. Removable storage unit 318 represents, for example,
a floppy disk, a compact disc, a magnetic tape, or an optical
disk, etc. which is read by and written to by removable storage
drive 316. As will be appreciated, the removable storage unit
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318 includes a computer readable medium having stored
therein computer software and/or data.

In alternative embodiments, the secondary memory 312
may include other similar means for allowing computer pro-
grams or other instructions to be loaded into the computer
system. Such means may include, for example, a removable
storage unit 320 and an interface 322. Examples of such
means may include a program package and package interface
(such as that found in video game devices), a removable
memory chip (such as an EPROM, or PROM) and associated
socket, and other removable storage units 320 and interfaces
322 which allow software and data to be transferred from the
removable storage unit 320 to the computer system.

The computer system may also include a communication
interface 324. Communication interface 324 allows software
and data to be transterred between the computer system and
external devices. Examples of communication interface 324
may include a modem, a network interface (such as an Eth-
ernet card), a communication port, or a PCMCIA slot and
card, etc. Software and data transferred via communication
interface 324 are in the form of signals which may be, for
example, electronic, electromagnetic, optical, or other signals
capable of being received by communication interface 324.
These signals are provided to communication interface 324
via a communication path (i.e., channel) 326. This commu-
nication path 326 carries signals and may be implemented
using wire or cable, fiber optics, a phone line, a cellular phone
link, an RF link, and/or other communication channels.

In this document, the terms “computer program medium,”
“computer usable medium,” and “computer readable
medium” are used to generally refer to media such as main
memory 310 and secondary memory 312, removable storage
drive 316, and a hard disk installed in hard disk drive 314.

Computer programs (also called computer control logic)
are stored in main memory 310 and/or secondary memory
312. Computer programs may also be received via commu-
nication interface 324. Such computer programs, when run,
enable the computer system to perform the features of the
present invention as discussed herein. In particular, the com-
puter programs, when run, enable the processor 302 to per-
form the features of the computer system. Accordingly, such
computer programs represent controllers of the computer
system.

From the above description, it can be seen that the present
invention provides a system, computer program product, and
method for implementing the embodiments of the invention.
The present invention further provides a non-transitory com-
puter-useable storage medium for initializing and testing
integrated circuits using a scan system that has multiple oper-
ating modes, such as an individual scan mode, a parallel scan
mode, and a delayed scan mode. The non-transitory com-
puter-useable storage medium has a computer-readable pro-
gram, wherein the program upon being processed on a com-
puter causes the computer to implement the steps of the
present invention according to the embodiments described
herein. References in the claims to an element in the singular
is not intended to mean “one and only” unless explicitly so
stated, but rather “one or more.” All structural and functional
equivalents to the elements of the above-described exemplary
embodiment that are currently known or later come to be
known to those of ordinary skill in the art are intended to be
encompassed by the present claims. No claim element herein
is to be construed under the provisions of 35 U.S.C. section
112, sixth paragraph, unless the element is expressly recited
using the phrase “means for” or “step for.”

The terminology used herein is for the purpose of describ-
ing particular embodiments only and is not intended to be
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limiting of the invention. As used herein, the singular forms
“a”, “an” and “the” are intended to include the plural forms as
well, unless the context clearly indicates otherwise. It will be
further understood that the terms “comprises” and/or “com-
prising,” when used in this specification, specify the presence
of stated features, integers, steps, operations, elements, and/
or components, but do not preclude the presence or addition
of one or more other features, integers, steps, operations,
elements, components, and/or groups thereof.

The corresponding structures, materials, acts, and equiva-
lents of all means or step plus function elements in the claims
below are intended to include any structure, material, or act
for performing the function in combination with other
claimed elements as specifically claimed. The description of
the present invention has been presented for purposes of
illustration and description, but is not intended to be exhaus-
tive or limited to the invention in the form disclosed. Many
modifications and variations will be apparent to those of
ordinary skill in the art without departing from the scope and
spirit of the invention. The embodiment was chosen and
described in order to best explain the principles of the inven-
tion and the practical application, and to enable others of
ordinary skill in the art to understand the invention for various
embodiments with various modifications as are suited to the
particular use contemplated.

What is claimed is:

1. A system for initializing and testing an integrated circuit
comprising multiple processing elements, the system com-
prising:

at least one scan input component, wherein each scan input
component is configured to provide a scan input to at
least two of said multiple processing elements;

at least one scan select component for selectively enabling
a scan of at least one of said multiple processing ele-
ments, wherein each processing element is configured to
scan in a scan input and scan out a scan output when said
processing element is scan-enabled; and

an exclusive-OR tree comprising multiple exclusive-OR
logic gates, wherein said exclusive-OR tree generates a
parity value representing a parity of all scan outputs
scanned out from all scan-enabled processing elements.

2. The system of claim 1, wherein:

each scan select component is configured to provide a scan
enable signal to a corresponding processing element.

3. The system of claim 2, further comprising:

at least one scan clock component, wherein each scan clock
component is configured to provide a scan clock signal
to at least two of said multiple processing elements;

wherein a processing element scans in a scan input and
scans out a scan output when said processing element
receives both a scan clock signal and a scan enable signal
that scan enables said processing element.

4. The system of claim 1, wherein:

each scan input component is configured to provide a scan
input to at least two of said multiple processing elements
in parallel.

5. The system of claim 1, wherein:

a scan output scanned out by a processing element is com-
pared against an expected scan output to determine
whether said processing element is a failed processing
element.

6. The system of claim 1, wherein:

a first scan input is scanned into each scan-enabled pro-
cessing element in parallel; and

a parity value representing a parity of all scan outputs
scanned out from all scan-enabled processing elements
is compared against an expected value to determine

10

20

25

30

35

40

50

55

60

65

16

whether said multiple processing elements include one
or more failed processing elements.

7. The system of claim 6, wherein:

said one or more failed processing elements are identified
by scanning said multiple processing elements in a par-
allel scan mode and a delayed scan mode;

wherein, in said parallel scan mode, said multiple process-
ing elements are scanned simultaneously and in parallel;
and

wherein, in said delayed scan mode, at least one processing
element of said multiple processing elements is scanned
after one or more clock delays has elapsed.

8. The system of claim 6, wherein:

said one or more failed processing elements are identified
using a binary search operation.

9. The system of claim 6, wherein:

said one or more failed processing elements are identified
by scanning said multiple processing elements in an
individual scan mode;

wherein, in said individual scan mode, each processing
element of said multiple processing elements is scanned
one at a time.

10. The system of claim 9, wherein:

a defect bit in a parity value is located by triangulating a
failed bit scanned out by a failed processing element.

11. The system of claim 1, wherein:

said multiple processing elements are arranged in a two-
dimensional array including multiple rows and multiple
columns; and

each row of the array is connected to the scan system.

12. The system of claim 1, wherein:

each processing element is a neurosynaptic core circuit
comprising multiple electronic neurons, multiple elec-
tronic axons, and a plurality of synapse devices inter-
connecting said neurons with said axons;

each core circuit has a corresponding packet switch facili-
tating data exchange between said core circuit and one or
more other core circuits; and

each core circuit may be scanned in parallel or individually.

13. A method for initializing and testing an integrated

circuit comprising multiple processing elements, the method
comprising:

providing a scan input to at least two of said multiple
processing eclements;

selectively enabling a scan of at least one of said multiple
processing elements, wherein each processing element
is configured to scan in a scan input and scan out a scan
output when said processing element is scan-enabled;
and

generating a parity value representing a parity of all scan
outputs scanned out from all scan-enabled processing
elements using an exclusive-OR tree comprising mul-
tiple exclusive-OR logic gates.

14. The method of claim 13, further comprising:

providing a scan enable signal to at least one processing
element; and

providing a scan clock signal to at least one processing
element;

wherein a processing element scans in a scan input and
scans out a scan output when said processing element
receives both ascan clock signal and a scan enable signal
that scan enables said processing element.

15. The method of claim 13, further comprising:

comparing a scan output scanned out by a processing ele-
ment against an expected scan output to determine
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whether said processing element is a failed processing
element.

16. The method of claim 13, further comprising:

scanning a first scan input into each scan-enabled process-
ing element in parallel;

scanning out scan output from each scan-enabled process-
ing element in parallel; and

comparing a parity value representing a parity of all scan
outputs scanned out from all scan-enabled processing
elements against an expected value to determine
whether said multiple processing elements include one
or more failed processing elements.

17. The method of claim 16, wherein:

said one or more failed processing elements are identified
by scanning said multiple processing elements in a par-
allel scan mode and a delayed scan mode;

wherein, in said parallel scan mode, said multiple process-
ing elements are scanned simultaneously and in parallel;
and

wherein, in said delayed scan mode, at least one processing
element of said multiple processing elements is scanned
after one or more clock delays has elapsed.

18. The method of claim 16, wherein:

said one or more failed processing elements are identified
using a binary search operation.
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19. The method of claim 16, wherein:
said one or more failed processing elements are identified
by scanning said multiple processing elements in an
individual scan mode;
wherein, in said individual scan mode, each processing
element of said multiple processing elements is scanned
one at a time.

20. A computer program product for initializing and testing
an integrated circuit comprising multiple processing ele-
ments, the computer program product comprising a com-
puter-readable storage medium having program code embod-
ied therewith, the program code being executable by a
computer to:

provide a scan input to at least two of said multiple pro-

cessing elements;

selectively enable a scan of at least one of said multiple

processing elements, wherein each processing element
is configured to scan in a scan input and scan out a scan
output when said processing element is scan-enabled;
and

generate a parity value representing a parity of all scan

outputs scanned out from all scan-enabled processing
elements using an exclusive-OR tree comprising mul-
tiple exclusive-OR logic gates.
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